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March 18, 2026 
 
 
Owner: San Mateo County Mosquito & Vector Control District   
 1351 Rollins Road  
 Burlingame, CA  94010  
 
Architect: AETYPIC 
 7 Freelon Street 
 San Francisco, CA  94107 
 
Project Manager: Capital Program Management, Inc. 
 495 Seaport Court, Suite 103  
 Redwood City, CA 94603  
 
    
 
 
This Addendum has been prepared to clarify, modify, delete, or add to the drawings and/or 
specifications for the above referenced project, and revisions to items listed here shall 
supersede description thereof prior to the above stated date.  All conditions not specifically 
referenced here shall remain the same.  It is the obligation of the Prime Contractor to make 
subcontractors aware of any items herein that may affect submitted bids. 

Acknowledge receipt of this addendum by inserting its number and date in the bidding 
documents.  Failure to do so may subject bidder to disqualification. 

All addenda items refer to the plans and specifications unless specifically noted otherwise. 

 
 
TOTAL PAGES IN THIS ADDENDUM (including attachments): 183 
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PART A - BIDDING AND CONTRACT REQUIREMENTS 

 

1.1 Revision to Bid Due Date 

N/A 

 

 

PART B - TECHNICAL REQUIREMENTS 

N/A 

 

 

PART C – DRAWINGS 

N/A 

 

 

PART D – BIDDERS QUESTIONS 
 

1.2   REFER TO FOLLOWING BIDDER’S RFI’S: 

 

QUESTION #1: Please provide size and specs of vacuum pump roof discharge stack per 
detail 5/M6.4? 

 

Response: Size of stack is 4" diameter per Radiant Heanter Vacuum Pump Schedule on 
sheet M0.5. Stack is basis of design schedule 40 pipe w/ roof pipe thimble, w/ flashing, 
ventilating holes and high temp insulation w/ screened end and rain guard, Harco, Nett or 
equal. 
 
 

QUESTION #2: Please indicate lay-out of 1” PVC drain per det 5/M6.4 and reflect it on 
1/M2.1? 

 

Response: The drain is applicable to the plumbing sheets. See attached markup of sheet 
P21. 
 
 

QUESTION #3: Please confirm radiant pipe to be 4” sch 40 black steel pipe and not 16 ga. 
Porcelain coated tubing? 

 

Response: Radiant pipe basis of design is schedule 40 steel pipe as described in the 
drawings and specification 23 55 23.13. 
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QUESTION #4: Can you please provide thickness of polished aluminum reflector? Can you 
include suppliers’ contact numbers? 

 

Response: Aluminum reflector approx. 0.024" thick. Refer to sheet M0.5 Radiant Heater 
schedule and Radiant Heater Vacuum Pump schedule note 6 for supplier contact 
information. 
 
 

QUESTION #5: Please confirm the RFI deadline. (On the project walk, March 9th @ 5pm 
was stated. The specification/instruction to bidders states March 12th.) 

 

Response: Already responded to in Addendum 2. 
 
 

QUESTION #6: Can the wall and ceiling patching at existing surfaces be completed with 
drywall and taping, and not lath and plaster? 

 

Response: Existing surfaces should be patched to match adjacent. 
 
 

QUESTION #7: Please confirm how painting of the perforated panels that remain is to be 
achieved. Do the panels need to be removed to be painted or can the sound insulation 
behind tolerate overspray? Is a roller finish application acceptable? 

 

Response: Panels WD-1 and WD-2 are wood finished veneer, not painted. 
 
 

QUESTION #8: Please confirm if the through-floor ventilation that is to be extended utilizes 
ductwork or is the concrete. 

 

Response: Through (second) floor ventilation ducts are in a chase thru the floor. Refer to 
the architectural drawings for chase. 
 
 

QUESTION #9: Please outline the pre-balance TAB report that is being requested. Air 
Balance note on M2.1 indicates to “…pre-balance accordingly”. Is further balancing being 
requested after the readings are taken and submitted to the EOR? 

 

Response: There is no request for HVAC pre-balance TAB report on the mechanical 
sheets. No prebalance is required. HVAC Testing and balancing is required in accordance 
with specification section 23 05 93. 
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QUESTION #10: Please clarify Door Schedule on A7.1. Door numbers 2003, 2010 are 
double doors calling for existing frame to remain replace “(N) leaf only”. Are both door 
leaves to be replaced or just one leaf as called out. 

 

Response: Sheet A-701 is the Room Schedule. Additionally, there are no doors numbered 
2003 or 2010 in the project. 
 
 

QUESTION #11: It appears that door marks 134 and 132 are duplicates of door marks 124 
and 126; please clarify. 

 

Response: Refer to Addendum 3. 

 
 

QUESTION #12: Please clarify Alt 2. Door numbers 2013, 2014, 2016 call out for “new leaf” 
(singular) for these double door openings. Are both leaves to be replaced or just one leaf as 
called out. 

 

Response: There are no doors numbered 2013, 2014, or 2016 in the project. 
 
 

QUESTION #13: What is the basis-of-design for the interior wood doors and frames? 

 

Response: There are no special requirements for the doors and frames; they shall meet 
the requirements indicated in the construction documents. 
 
 

QUESTION #14: What is the basis-of-design for the exterior doors and frames? 

 

Response: There are no special requirements for the doors and frames; they shall meet 
the requirements indicated in the construction documents. 
 
 

QUESTION #15: What is the basis-of-design for the overhead coiling doors? 

 

Response: There are no special requirements for the doors and frames; they shall meet 
the requirements indicated in the construction documents. 
 
 

QUESTION #16: What is the basis-of-design for the aluminum storefront entrances? 

Response: There are no special requirements for the doors and frames; they shall meet 
the requirements indicated in the construction documents. 
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QUESTION #17: With reference to the door schedule on plan A-702, the column that lists 
the door types is blank. Please provide this information. 

 

Response: Refer to Addendum 3. 
 
 

QUESTION #18: Plumbing Schedule for DF-1 indicates a drinking fountain/bottle filler, and 
the architectural drawings also represent a Hi/Low unit. The model specified is a single 
bottle filler with no drinking fountain. Please confirm if we are to bid the specified unit or if a 
Hi/Low DF/BF is the intent. 

 

Response: Hi/Low DF/BF is the intent. See revised sheet P0.3. 
 
 

QUESTION #19: Plumbing Schedule for WC-1 indicates the water closets to be wall hung 
with in wall carriers. The wall thickness does not appear thick enough to accommodate this. 
Please confirm if we will use wall hung water closets and carriers and provide specifications. 

 

Response: Wall hung fixtures with wall carrier will be used for the water closets and urinals. 
Wall updates as required by architect. Refer to specification sections 22 42 13.13 and 22 42 
13.16. 
 
 

QUESTION #20: The plumbing specifications and the fixture and equipment schedules on 
P0.3 do not provide the basis-of-design for the fixtures and equipment; please provide the 
listed manufacturers and models numbers for the following: WC-1, UR-1, UR-2, LV-1, LV-2, 

SK-1, SS-1, SH-1, FD-1, FS-1, OI-1, HWP-1, and WH-1. 

 

Response: Basis of design are as follows: 
WC-1: American Standard Afwall 2859 
UR-1: American Standard Washbrook 6590 
UR-2: American Standard Washbrook 6590 
LV-1: Kohler Caxton K-2210 
LV-2: Kohler Greenwich K-2032 
SK-1: Elkay ELUHAD131655PD 
SS-1: Acorn TNC-24-TF2 
SH-1: K-72774-G Artifacts showerhead, K-72776-G 
Artifacts handshower, K-45906 HydroRail-S shower 
column, K-9514 metal hose, Zurn Z7120-SS-LH shower valve, Swan Performix SBF-3462. 
FD-1: Zurn Z 514B 
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FS-1: Zurn Z 1910 
OI-1: Refer to sheet P0.3 
HWP-1: Autohot 99 or Taco 0010 
WH-1: Refer to sheet P0.3 

 

 

QUESTION #21: Plan A-701 lists the toilet partitions as Bradley stainless steel but the 
specifications list solid plastic with no manufacturer listed. Please clarify the type provided. 

 

Response: Refer to Addendum 3. 

 
 

QUESTION #22: Please confirm the number of layers of existing roofing, and the material 
compositions. 

 

Response: The exact number of existing layers and material compositions of the roof is 
unknown. Refer to the drawings for the scope of the existing roof demolition. 

 

 

QUESTION #23: The environmental investigation report dated November 2022 does not 
include the existing roof. Has a supplemental investigation been done for the existing 
roofing materials? If yes, please provide the results. If not, will testing be done by the owner 
prior to demolition work starting? 

 

Response: For bidding, the contractor shall assume that the roofing material is hot and 
provide appropriate containment and mitigation measures as part of the bid. Owner will 
provide testing to verify. 

 

 

QUESTION #24: Please confirm the quantity of the PTZ Cameras, plan TA701 shows 4-
each whereas plan TA601 shows 2-each. 

 

Response: TA601 is correct. See updated TA701. 

 

 

QUESTION #25: Please confirm if the Boardroom will have “Teams” or “Zoom” room 
capabilities. 

 

Response: Equipment specified is platform-agnostic and compatible with both Teams and 
Zoom. Contractor may obtain information regarding platform of preference directly from 
District representatives as part of 274116/3.02 Preconstruction Programming Meeting. 
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QUESTION #26: Please confirm what the CSG designation on plan TA701 represents. This 
device is not listed in the specifications. 

 

Response: CSG not used. See updated TA701 and 274116. 

 

 

QUESTION #27: The specified 2,100-lbs passenger elevator is not “gurney compliant”; has 
the Owner obtained an exemption from the fire marshal? 

 

Response: The drawings were reviewed and approved by all CIty departments. 
EXCEPTIONS to section 3041(e)(1): 3. Elevator(s) in two story buildings or structures 
equipped with stairs of a configuration that will accommodate the carrying of the gurney or 
stretcher as permitted by the local jurisdiction authority. 

 

 

QUESTION #28: With reference to the elevator specification please confirm that only the 
sills are to be fully grouted, and that the jambs and header do not need to be fully grouted. 

 

Response: Install per specification. 

 

 

QUESTION #29: Please clarify the scope of work for the access control system, and the 
video surveillance systems. Is this work rough-in only, or does it include the equipment? 

 

Response: As shown on TNY002 - Symbol Schedule, the work for ACS is "PROVIDE 
ROUGH-IN ONLY (BACK BOX AND CONDUIT WITH PULL WIRE)". For the VSS, 
"PROVIDE ROUGH-IN AND CAT 6A CABLING ONLY. CCTV CAMERAS AND 
EQUIPMENT ARE OFOI." 

 

 

QUESTION #30: The elevator specifications list resilient flooring and sheet carpeting; 
please confirm the finished flooring to be provided. 

 

Response: Provide carpet tile CT-1, refer to revised specification 142400 
 
 

QUESTION #31: If equipment for the access control and video surveillance systems are 
required, then please provide specifications for the equipment to be provided. 

 

Response: The equipment for ACS and VSS are OFOI. 
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QUESTION #32: Is the sliding entrance gate tied to the security system? Is a surveillance 
camera required? 

 

Response: The sliding gate is not tied to the security system. Refer to the drawings for 
exterior building surveillance camera locations. 
 
 

QUESTION #33: Please clarify scope for the audio visual work; is the equipment listed in 
the specifications and as shown on the plans to be provided and installed? 

 

Response: Affirmative. Refer to 274116/1.01: PART 1 - GENERAL 
1.01 SECTION INCLUDES 
A. Provide all labor, materials, transportation and equipment to complete the furnishing, 
installation, assembly, set up, and testing of the Sound and Audiovisual System work 
indicated on the drawings and specified herein. Notwithstanding any detailed information in 
this Section, provide complete, working systems. 
B. Design, engineer and provide complete, all means of support, suspension, attachment, 
fastening, bracing, and restraint (hereinafter "support") of the Work of this Section. Provide 
engineering of such support by parties licensed to perform work of this type in the Project 
jurisdiction. 
 
 

QUESTION #34: The HVAC specifications and the fixture and equipment schedules on 
M0.3 do not provide the basis-of-design for the fixtures and equipment; please provide the 
listed manufacturers and models numbers for the following: RTU-1, DOAS-1, HP-1, HP-2, 
CU-1, CU-2, and CU-3. 

 

Response: Basis of design are as follows: 
 
RTU-1: Trane WHK102A4 
DOAS-1: Daikin DPSH03B 
HP-1: Daikin REYA72AATJA 
HP-2: Daikin REYA120AATJA 
CU-1: Daikin RKF12AXVJU 
CU-2: Daikin RKF09AXVJU 
CU-3: Daikin RKF24AXVJU  
 
 

QUESTION #35: With reference to the equipment schedule on M0.5 the listed manufacturer 
for the radiant heater vacuum pump, equipment tag VP, is Roberts Gordan Corayvac; what 
is the model number to be provided? 
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Response: EP-203 is the basis of design. 
 
 

QUESTION #36: With reference to the equipment schedule on M0.5 the listed manufacturer 
for the electric ceiling heaters, equipment tag EH, is Design Indeeco Series CCI; what is the 
model number to be provided? 

 

Response: CCI 931 is the basis of design. 
 
 

QUESTION #37: With reference to the equipment schedule on M0.5 the listed manufacturer 
for the mechanical ventilation fans, equipment tag EF, is Greenheck SP Series; what is the 
model number to be provided? 

 

Response: SP A200 is the basis of design. 
 
 

QUESTION #38: The specification for the automatic sliding gate operator motor and control 
system does not list the basis-of-design, and this information is not identified on plans A-
610 and E7.0. Provide manufacturer information and model number(s). 

 

Response: LiftMater CSL24UL or equal. 
 
 

QUESTION #39: Confirm that a load distribution electrical study is not required. 

 

Response: Electrical panels with load calculation are on sheet E5.0. 
 
 

QUESTION #40: The specification for the electric-vehicle service equipment does not list 
the basis-of-design; please provide manufacturer information and model number(s). 

 

Response: Chargerpoint CP6011B-50A-L5.5 or equal 
 
 

QUESTION #41: Please confirm fencing scope. Under Scope of Work on G-000, replacing 
the perimeter fence is called out. Note 14 on C1.01 calls for the perimeter fence to be 
protected in place. Note 25 on C2.01 also calls to protect fencing in place. AD100 note 7 
calls for perimeter fence to be removed. The site plan A-100 does not address the perimeter 
fencing. What is the fencing scope for the project? 
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Response: The existing perimeter fence and gate is to be demolished. Install a new 
perimeter fence and gate per details on sheet A-610 and specification section 323113. 
 
 

QUESTION #42: Please provide a specification for the awning, and appropriate details. 

 

Response: Refer to awning specifications and revised Exterior Elevations drawings, 
manufacturer to provide details with shop drawings 
 
 

QUESTION #43: Please detail the awning indicated at the west elevation above the entry 
doors 108 on elevation 3 and 4 on A-201. 

 

Response: Refer to awning specifications, manufacturer to provide details with shop 
drawings. 
 
 

QUESTION #44: Please detail the eyebrow at entry door 1001 indicated on 1/A301. 

 

Response: Refer to revised Roof Plans and Exterior Elevations drawings. 
 
 

QUESTION #45: Please clarify landscape scope – Is landscaping limited to the irrigation 
and planting of the bioswale? Is there any landscaping at the front entrance? 

 

Response: There is no landscaping other than for the bioswale. 
 
 

QUESTION #46: Please clarify landscaping symbol indicated at the bioswale. Does it 
symbolize to include all of the bioretention grasses? The bioretention area is 576 sf. Does 
this mean there is 256 each of BG-1, BG-2, BG-3, BG-4, BG-5 and BG-6? 

 

Response: Contractor to install an equal mix of each species for a total of 256 plants or 96 
of each species. 

QUESTION #47: Please clarify floor finish required at exposed concrete. The Finish 
Schedule calls out SC-1 Sealed concrete with concrete densifier. The specification section 
033543 Polished Concrete 3.04 calls for a “Highly Polished” finish. Please confirm that the 
SC-1 designation on the finish schedule is the polished concrete referenced in Section 
033543. 

 

Response: See sheet A-701 and specification 03 35 43. 



 

San Mateo County Mosquito & Vector Control District 

 1415 N. CAROLAN IMPROVEMENTS PROJECT 

 Project # 26-01 

ADDENDUM NO. 5 

 

Page 11 of 27 

 

QUESTION #48: The existing slab called out to receive SC-1 is in rough shape with many 
patches, pitted areas, and oil stains. Concrete polishing will not yield a uniform appearance 
for these conditions. What is the expectation of the final installation. 

 

Response: It is an existing facility. The intended function will be industrial in nature. Patch 
and repair the existing slab to receive new finishes. 
 
 

QUESTION #49: Please provide clarification for the limits of the retaining wall that is shown 
on plans C2.01 versus that which is shown on S-502. 

 

Response: Provide the retaining wall to the extent shown on the civil drawings. 
 
 

QUESTION #50: Do the EV parking/charging stalls shown on plan C2.01 require signs to 
be posted? 

 

Response: Pavement "EV CHARGING ONLY" (12-inch) is sufficient for standard EV stall 
identification and general enforcement. 
 
 

QUESTION #51: The layout configuration for the EV charging stalls and the handicap 
accessible stalls on plan A-100 conflicts with plan C-3.01 and detail 1/S-502. Please clarify 
the parking stall layout and the locations of the EV charging equipment. 

 

Response: Provide EV charging stations and parking stall layout as shown on the civil 
drawings. 
 
 

QUESTION #52: With reference to detail 3/S-5.01 patch and repair concrete column, 
confirm there is only one column to be repaired. 

Response: Also assume column repair at 2nd column grid B1. Assume 50% column height 
for repair. Confirm with SE after exploratory demo. Contractor to remove all loose material 
down to sound concrete. 
 
 

QUESTION #53: With reference to detail 4/S-5.01 what is the extent of the concrete wall 
repair on GL-1? 

 

Response: Assume 20% repair from grid D to C. Assume 75% repair from grid C to B and 
50% repair from grid B to A. 
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QUESTION #54: With reference to detail 2,3/S-5.11 do the new A35’s continue through the 
entire length and the entire width of the building? 

 

Response: No, the A35s go from grid line 1-3 and 9-11 along the lettered grid lines. The 
A35s extend 30 feet from concrete walls along numbered grid lines. 
 
 

QUESTION #55: Section 033443 also references 079200 joint sealants. Are there control 
joints within the slab that require calking or filling. Please provide a location and gap of any 
control or cold joints that need to be filled. 

 

Response: All construction joints between new and existing concrete shall be caulked. 
Joints shall be 1/4" to 3/8" 
 
 

QUESTION #56: Please clarify typical wall anchor details on S-511. The extent of required 
A-35@ 12” on center each side is not clear at each of the details. 
1. Please confirm A-35 clips are to be added to all the new 2x6’s connected by HTT4 hold 
downs shown in Detail 1/S-511. 
2. Please confirm that A-35 clips are limited to the existing 3x12 ledgers that are connected 
with the HTT4 hold downs in detail 2/S-511. 
3. Please confirm the extent of A-35 clips on the Glulam beams with HDUE5-SDS3. How 
many A-35 clips are required at each location? 
4. Please confirm A-35 clips are to be added to the new 2x6 . Are clips to be added for the 
members where clips are unclear. 

 

Response: See RFI 54 
1. Yes.  
2. The A35s are to be on any existing 3X12 purlins but also any framing added that has tie-
backs shown on S-103.  
3. See RFI 54 
4. all new 2X6 to get clips 
 
 

QUESTION #57: Please provide a list of special inspections and testing to be provided by 
Owner. 

 

Response: Schedule of Special Inspection has been added. Schedule has been added to 
sheet G-001. 
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QUESTION #58: Please provide a detail for the cast iron drainage called out per sheet note 
#33 on C-2.01. 

 

Response: The 6" cast iron drainage line is for shallow conveince under sidewalk. See 
noted invert elevation and daylight invert elevations shown within C-3.01. 
 
 

QUESTION #59: Should handrails be added at the concrete ramp pedestrian walkways at 
the pedestrian gate and at the main entrance where the slopes exceed 5% per code? If yes, 
please provide appropriate details. 

 

Response: Measurements confirm slopes >5%, yes — add compliant handrails on both 
sides to meet CBC requirements and ensure full accessibility/safety. 
 
 

QUESTION #60: Please confirm the domestic water line to the building is existing. 

 

Response: The existing domestic water service line and backflow device to be preserved 
and protected. See note #17 on C1.01. 
 
 

QUESTION #61: Please confirm sanitary sewer to the building is existing. 

 

Response: The existing sanitary service line and cleanouts to be preserved and protected. 
See note #7 on C1.01. 
 
 

QUESTION #62: Plan C-3.01 the legend and abbreviations in the second item calls for 
“Proposed AC Overlay”, please provide a detail for this condition. 

 

Response: 03/11 AC overlay details requested from City of Burlingame. 03/17 City of 
Burlingame provided a copy of technical specifications with content applicable to this project 
and in-line with the 2010 Caltrans Standard Specifications. 
 
 

QUESTION #63: Detail D/C-4.02 shows an underdrain, where is this located in the civil 
drawings? 

 

Response: The perforated underdrain runs the length of the bioretention basin (detail A 
sheet C4.02). See Grading and Drainage plan sheet C3.01 for invert elevations. 
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QUESTION #64: With reference to detail A/C-4.02, between the permeable drainage 
material and the bioretention soil, is a filter fabric required to separate the two materials? 

 

Response: No. Please see dimensional callout for a 3"-4" ASTM No.9 (WASHED) Choking 
Course to be placed between the Bioretention soil (above) and the aggregate ASTM No.7 
(below). 
 
 

QUESTION #65: Detail D/C-4.02 shows an impermeable liner at the bioretention basin, and 
there is a note that says, “Where infiltration is prohibited.” Where is infiltration prohibited? 

 

Response: Infiltration is not really possible due to poor existing soil conditions, high water 
table, and prohibited due to the proximity of proposed retaining wall with the bioretention 
basin (designed to pond water in high flow scenarios). 
 
 

QUESTION #66: Is the fiber and/ or Copper backbone cabling existing? 

 

Response: Yes 
 
 

QUESTION #67: What is required for the buildings "Backbone" infrastructure? 

 

Response: It is existing. 

QUESTION #68: Per specification 075300, it calls out .90mil EPDM system. All details on A-
603 call out a TPO single ply roofing system. Can you please confirm which system we are 
to quote? 

 

Response: TPO. Refer to Addendum 3. 
 
 

QUESTION #69: There is some conflict about if the project is a only roof patching or 
complete reroof. Plan page G-000, under Scope of Work - Roofing, the 1st bullet point 
notes the entire roof will be replaced to substrate. Specification 075300 only calls out for a 
5-year manufacturer warranty. Can you confirm the intent, demo the entire roofing system 
to substrate and install new system or only a patch job to match existing. 

 

Response: Entire roof is to be replaced. Refer to Addendum 3 and Sheets AD103 & A-103. 
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QUESTION #70: Can you confirm if all slope in roof is structural or is a full tapered 
insulated system required? Plan page A-301 shows a flat roof but all details on page A-603 
calls out for only flat insulation. 

 

Response: The existing roof slope is unknown. Sheet A-103 indicates the locations of the 
roof scuppers. Provide tapered insulation to slope the roof accordingly. Refer to Addendum 
3 and see specification 07 21 00. 
 
 

QUESTION #71: There is no interior painting spec. Will an interior painting spec be 
provided? 

 

Response: Refer to specification section 09 91 23. 
 
 

QUESTION #72: Spec section 142400 Hydraulic Elevators only has one manufactured 

listed. What are the other approved manufactures for the elevators?  

 

Response: The manufacturer listed in the specifications is a basis of design only; any 
manufacturer that meets the specification will be evaluated for approval after award. See 
Specification 14 24 00. 
 
 

QUESTION #73: There is only a steel spec for 055213 for pipe and tube railings but nothing 
for structural steel. There is structural steel on the project. Will another division 5 spec 

section be included?  

Response: Structural Steel Specification has been added. 
 
 

QUESTION #74: Is the Fiber and/or Copper Backbone Cabling Existing? 

 

Response: Yes 
 
 

QUESTION #75: What is required for the buildings “Backbone” infrastructure? 

 

Response: It is existing. 
 
 

QUESTION #76: Please advise on wage requirements, if any. 

 

Response: See above. 
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QUESTION #77: C1.01 and C2.01 calls for removal of existing asphalt and Installation of 
the new asphalt. The detail J/C4.01 calls out for 14" Class II aggregate base. Is this all new 
import base or we using existing subgrade? 

 

Response: The condition and extent of depth of the existing subgrade beneath the existing 
asphalt is unknown. Please scarify and recompact 9" below the 14" aggregate base to 
construct the 4" of asphalt concrete per Detail J Sheet C4.01. 
 
 

QUESTION #78: S103 calls for 15/32" structural sheeting over existing decking. Please 
confirm the new roof plywood will be installed over existing decking. 

 

Response: Confirmed. Exiting decking to remain and be repaired as needed. 
 
 

QUESTION #79: S103 points at two new HSS column and refer to detaik 1/S521. This 
detail is for elevator shaft and not correct for this condition. Please advise. 

 

Response: That detail is a similar detail. Column is to cut the span on the glulam. Detail is 
similar in the sense that it has a bucket to support glulam and an embeded plate on a 
footing. column is hidden in wall. 

 

QUESTION #80: S103 calls for W8x28 hoist beam. There is no detail available. Please 
provide the detail. 

 

Response: Hoist Beam is shown on detail 1/S521 as pocketed into the curb on top. Look at 
top left corner note. 
 
 

QUESTION #81: S101 calls for wall repair detail 4/S501. How many locations do we have to 
consider for patching? 

 

Response: See RFI 52 and 53 
 
 

QUESTION #82: S511 shows 3 detail that is calling to install A35 at each side of the roof 
framing structure that will be close to 9,500 A35. Is that correct assumption? 

 

Response: See RFI 56 and 54 
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QUESTION #83: S511 calls for 3/8" plate 2.5-inch round or 2.5-inch square weld to thread 
rod. This rod needs to be installed all around the building do we have access to the 
neighbors property and the backside of the building? Please advise. 

 

Response: See RFI 90 to allow epoxy anchors. 
 
 

QUESTION #84: Please provide more details regarding the elevator shaft. 

 

Response: Provide Crystalline Waterproofing at elevator pit. See specification 07 16 16 
Provide Metal Ladder at elevator pit. See specification 05 51 33 
Elevator shaft walls to be constructed of 2hr fire-rated walls, the steel structural column to 
be located within the wall. 
Refer to structural drawings for additional framing information. 
Provide TPO roofing over elevator clearance curb/platform 
 
 

QUESTION #85: Please clarify roofing requirements of the lower roof at the south side of 
the building. Does this lower roof receive new roofing? 

 

Response: Refer to revised Roof Plans and Exterior Elevations drawings. 
 

QUESTION #86: Are there any structural upgrades for the lower roof? 

 

Response: No 

 
 

QUESTION #87: Please clarify sheet metal scope specified in 076200. 
1. Is the parapet cap to be replaced? 
2. What does the heavy black line represent under the parapet cap? 
3. Are scuppers and downspouts new? 

 

Response: Refer to drawings for complete scope of work and specification 07 62 00 and 07 
71 23 
 

QUESTION #88: Is there a detail for the ten Roof Top Post Anchors (keynote 2 /A1-03)? 

 

Response: Contractor shall submit a roof top fall arrest anchor point that meets all CAL 
OSHA requirements. (5000 lb load any direction, among others) Anchor point and 
anchorage shall be designed by a California registered PE to anchor to the glulams below. 
Anchor points shall be 18" tall above the deck. Submit product data and calculations for 
review. 
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QUESTION #89: Please describe access to the east side of the building. Does the District 
have an agreement with the adjacent building owner to access the structural and 
architectural work required on the east elevation of the building? 

 

Response: See RFI 90 to allow epoxy anchors. 
 
 

QUESTION #90: Please review details 1, 2, and 3 on S-511. We assume that the threaded 
rod and end plate are typical for all threaded rod anchors. However, this detail may not work 
on the east elevation where there is a neighboring building immediately adjacent to the 
building and blocks access to any though bolt penetration. Is there an anchor detail that can 
be installed from the interior side of the project. 

 

Response: At the elevation against the adjacent the property line, if adequate access is not 
available, epoxy anchors may be used. Provide 5/8" Threaded rod (grade 36) embed 5.5 " 
with Simpson Set-3G Epoxy. Maximum spacing of anchors and additional framing at 
location were epoxy embed anchors are used must be reduced to 4'-0" o.c. 
 
 

QUESTION #91: Please clarify head of wall details for Mezzanine Shear Walls. What is the 
attachment to the roof structure? 

 

Response: The second story mezzanine walls are not shear walls only ground floor walls 
are shear walls. See C/S513 
 
 

QUESTION #92: Do hold downs shown on the ground level shear walls repeat on the 
mezzanine shear walls? Are the stacked shear walls attached? 

 

Response: Shear walls are not stacked. The mezzanine shear walls are only on the ground 
floor. The second floor walls are partitions that attach to roof structure. 
 
 

QUESTION #93: Where does detail C/S-513 (head of wall deflection track) occur? 

 

Response: This is for all interior partition walls. Second story walls and continuous full 
height walls. 
 
 

QUESTION #94: Is there waterproofing at the elevator pit and sump? Please provide details 
for waterproofing at the elevator. 
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Response: Refer to specification section 07 16 16. 
 
 

QUESTION #95: Is there any waterproofing required for the retaining wall at the north end 
of the bioretention basin? 

 

Response: The liner (that is proposed for the entire C3 basin) would be used when up 
against the side of any wall when applied per manufacturer's specifications. 
 
 

QUESTION #96: The table of contents in the project specifications does not list section 
076200, but the contents are in the specifications for “Sheet Metal Flashing and Trim”, 
please confirm inclusion. 

 

Response: See revised specifications TOC. 
 
 

QUESTION #97: The table of contents in the project specifications list section 099113 for 
Exterior Painting, but the contents in the specifications include “Interior Painting”. Please 
confirm that this section encompasses both exterior and interior painting. 

 

Response: Refer to specification section 09 91 23. 
 
 

QUESTION #98: Is there a waterproofing specification? 

 

Response: Refer to Addendum 3. 
 
 

QUESTION #99: The table of contents in the project specifications does not list section 
224213.16 but the contents are in the specifications for “Commercial Urinals”, please 
confirm inclusion. 

 

Response: See revised specifications TOC. 
 
 

QUESTION #100: The table of contents in the project specifications does not list section 
235523.13 but the contents are in the specifications for “Low Intensity, Gas Fired, Radiant 
Heaters”, please confirm inclusion. 

 

Response: See revised specifications TOC. 
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QUESTION #101: The table of contents in the project specifications does not list section 
237433 but the contents are in the specifications for “Dedicated Outdoor-Air Units”, please 
confirm inclusion. 

 

Response: See revised specifications TOC. 
 
 

QUESTION #102: The table of contents in the project specifications does not list section 
271119 but the contents are in the specifications for “Communications Termination Blocks 
and Patch Panel”, please confirm inclusion. 

 

Response: See revised specifications TOC. 
 

QUESTION #103: The table of contents in the project specifications does not list section 
271123 but the contents are in the specifications for “Communications Cable Management”, 
please confirm inclusion. 

 

Response: See revised specifications TOC. 
 
 

QUESTION #104: The table of contents in the project specifications does not list section 
271500 but the contents are in the specifications for “Communications Horizontal Cabling”, 
please confirm inclusion. 

 

Response: See revised specifications TOC. 
 
 

QUESTION #105: The table of contents in the project specifications does not list section 
274116 but the contents are in the specifications for “Integrated Audiovisual Systems and 
Equipment”, please confirm inclusion. 

 

Response: See revised specifications TOC. 
 
 

QUESTION #106: The table of contents in the project specifications list section 283111 but 
the contents for “Digital, Addressable Fire-Alarm System” are not included. Please confirm 
inclusion and provide the specifications. 

 

Response: See revised specifications TOC. 
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QUESTION #107: Please confirm if we are to cover factory applied jacket with pvc or 
aluminum jacketing for the indoor concealed duct per Project Spec Section 23 07 13 page 
14 A-D. (We believe this is a misprint or mistake in the specs). 

 

Response: Factory applied/FSK jacket and not PVC/aluminum jacket is basis of design for 
indoor concealed duct jacket. 
 
 

QUESTION #108: Detail 3/A201 at gridline 9-8 appears to indicate a new Awning, please 
provide details and specification. 

 

Response: Refer to awning specifications and revised Exterior Elevations drawings, 
manufacturer to provide details with shop drawings. 

QUESTION #109: Details in sheets A-607 and A608 do not provide attachment details for 
the suspended acoustical or wood ceilings. It does mention to attach hanger wires to the 
structure however is lacks the attachment detail at the roof structure specifically. Its not 
clear if the existing 1x’s can carry the 4lb per 16 square loads, also not clear is the roof 
system is acceptable for the seismic uplift. That said, please provide the attachment detail 
of 12 ga wire the structure. 

 

Response: The hanger wires shall not attach to the 1X deck. they shall only attach to the 
3x12 PURLINS. We have added 1.75"X11.75" sistered LVLs to each purlin in the 
conference roof area. we have added a hanger detail. Attachment for hanger wire detail 
added to S521. See revisions to S103. 
 
 

QUESTION #110: It is unclear how much tapered insulation is needed to slope the roof. 
Can you provide as-built plans showing how the existing roof drains to the existing scupper 
or can the design team show how the roof slopes? 

 

Response: The existing roof slope is unknown. Sheet A-103 indicates the locations of the 
roof scuppers. Provide tapered insulation to slope the roof accordingly. 
 
 

QUESTION #111: The door schedule does not match the floor plan for the roll up doors. 
Doors 132 and 134 do not show on the floor plan. Please provide the correct the schedule 
for sizes and if the doors are motorized. The electrical sheets are missing the power 
connections for the doors. 

 

Response: Refer to Addendum 3. 
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QUESTION #112: Please provide information on the Switchboard SWBD1 & 2. The 
manufacturer, catalog (or serial number) and date of manufacture. 

 

Response: SWBD1 - Industrial Electric - D318746 (1997)  
SWBD2 - Square D - 346IS (1997) 
 
 

QUESTION #113: Door 205 , 206 , 207 , 208 are not on the door schedule can you verify if 
new or existing. Door 101 , 107 , 108 call for hollow metal doors and frame it looks like they 
have side lites . Do you have any detail drawings of the frames. 

 

Response: See revised Sheet A702. 

QUESTION #114: Is there a prequalification requirement for MEP subs on this bid? 

 

Response: The is no pre-qualification form for sub contractors on this bid. 
 
 

QUESTION #115: Doors 124 & 126 appear to be new overhead doors. 
Door 128 is existing 
Doors 132, 134, 135 are to be demolished 
Can you confirm the overhead door scope? Will it just be 2 new doors (124 and 126)? 

 

Response: Refer to Addendum 3. 
 

QUESTION #116: More information is needed to determine required Insulation type(s): 
072100.1.01 
B – Batt insulation and Vapor Retarded in Exterior Walls, Ceiling, and Roof Construction. 
Ceilings and under roof deck show no insulation per plans. 
Some existing exterior walls have no new framing, while some have Insulated walls 
attached (wall types B1/C1/D3 in some locations) and others have uninsulated walls 
attached (wall type A1 in some locations). 
Should Insulated walls receive batts+vapor retarder where it frames exterior walls (for 
example: between gridlines E-F page A401)? 
Should uninsulated walls remain empty when they border an exterior wall (for example: 
between gridlines 8-9 page A401)? 
T24 documents (G601) list a Demising Wall rated for R19 cavity insulation, but it references 
detail 3/A602, which does not exist. 
Specs (Thermal 072100, and Gyp Assemblies 092116) list different types of insulation. Its 
clear that if batts are to be used in walls, it is Mineral Wool & not Fiberglass (072100.1.03 – 
Mineral Fiber = rock), but it is unclear if Batts or Spray Cellulose is to be used.092116.2.03 
A – Acoustic Insulation: Mineral-Fiber, unfaced, 2” 
B – Fire and Sound Attenuating Insulation: Sprayed Cellulose, in wall 
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Are all insulated walls to have Mineral Wool Batts, friction fit per cavity/stud size? 
Are insulated Fire Rated wall types to have Mineral Wool Batts, or Sprayed Cellulose? UL 
references do not distinguish.  

 

Response: Exterior walls are existing tilt up concrete. 
Roof insulation is part of the roofing assembly. Refer to addendum 3 Specification 0075400 
(Thermoplastic Membrane Roofing) 
No insulation under roof deck. Refer to specification 07 21 00 Thermal Insulation. 
Interior walls to receive acoustical insulation. Refer to specification 09 21 16 Gypsum Board 
Assemblies 
The demizing wall is Wall Type H2 

QUESTION #117: Reference - A701 Finish Legend/Schedule definition of finish SC-01 and 
Polished Concrete Specification  
SC-1 description on A-701 Legend describes a Grind and Seal system with Euclid Ultrasil 
sealers at a price point between $6-$8 per square foot.  
03 35 43 description is for class A level 4, 400 Grit (or higher) polished concrete with 
Prosoco brand sealers, price point in the $12-$14 per square foot range.  
Please have the design team clarify the desired finish. 

 

Response: Refer to Sheet A-701 and Specification 03 35 43 Polished Concrete. 
 
 

QUESTION #118: Will the Contractor or Client be responsible for acquiring the 
encroachment permit for the work in the city sidewalk/road? 

 

Response: The Contractor is responsible for coordinating and obtaining all permits. The 
owner will pay the fees. 
 
 

QUESTION #119: With reference to Public Works Condition #5 on plan C1.01, please 
confirm the Owner’s project team has obtained the “Sewer Backwater Protection 
Certificate”? 

 

Response: Has not been obtained. The contractor shall obtain certificate. 
 
 

QUESTION #120: Please confirm the Owner’s project team has obtained the building 
permit. 

 

Response: Permit is conditionally approved pending Contractor selection. 
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QUESTION #121: With reference to Public Works Condition #10 on plan C1.01, please 
confirm that the Owner will pay for all water line connection fees. 

 

Response: The contractor to coordinate any required inspection, the Owner will pay the 
fees. 
 
 

QUESTION #122: With reference to Public Works Condition #12 on plan C1.01, does this 
project require a City of Burlingame issued PG&E Utility Permit? And if yes, who submits it 
and who pays for it? 

 

Response: No 

QUESTION #123: With reference to Demolition Keynote #17 on plan C1.01, and Utility 
Construction Plan Note #3 on C2.01, please confirm that the Owner will be responsible for 
the testing and recertification of the existing backflow preventor. 

 

Response: The contractor to coordinate any required inspection, the Owner will pay the 
fees. 
 
 

QUESTION #124: With reference to Utility Fire Note #3 on plan C2.01, and detail 4/C4.03, 
please confirm that the Owner will pay $350 detector check bypass meter fee, and sign up 
for the utility service prior to final building permit inspection. 

 

Response: The Owner will pay the fees. 
 
 

QUESTION #125: With reference to the boxed note on plan L3.1, please confirm that the 
Owner will be responsible for the “Landscape Irrigation Audit” 

 

Response: Owner will be responsible for hiring a Landscape Irrigation Auditor who will 
prepare a 'Landscape Irrigation Audit'. 
 
 

QUESTION #126: Please confirm that the Owner will be responsible for the testing and 
certification of the new landscaping backflow preventor 

 

Response: The contractor to coordinate any required inspection, the Owner will pay the 
fees. 
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QUESTION #127: Elevation detail 4/AD-201 does not have any keynote callouts, with 
reference to sheet note #2, please confirm that all the existing aluminum framed windows 
and the storefront entrance are to be removed. 

 

Response: Existing windows and storefront are to be replaced. 
 
 

QUESTION #128: With reference to elevation detail 4/AD-201 please confirm that the 
existing sealant at the existing aluminum windows and the existing storefront entrance do 
not contain ACM. 

 

Response: Refer to the Environmental Investigation Final Report 

QUESTION #129: Please confirm that the new storefront entrance at Lobby 104 (door mark 
101) shall be sized to use the existing rough opening and it shall match the existing style 
and configuration including sidelights and transom lights. 

 

Response: The size of the door is indicated on the Door Schedule. The door should be 
centered on the rough opening. The configuration shall match existing. 
 
 

QUESTION #130: Please confirm that the new fixed windows at the mezzanine level above 
the entrance at Lobby 104 (door mark 101) and above the cantilevered canopy shall be 
sized to use the existing rough opening and it shall match the existing style and 
configuration, and it shall match the storefront aluminum framing profiles and finish color. 

 

Response: Confirmed 
 
 

QUESTION #131: With reference to Specification 084313, is there a BOD for the new 
storefront entrance? 

 

Response: No. There are no special requirements for the doors and frames; they shall 
meet the requirements indicated on the drawings and specifications. 
 
 

QUESTION #132: The existing roof structure is 1 x T&G and it is not clear if these 1x's can 
carry the 4lb per 16 square load requirements. It is also not clear if the roof system is 
acceptable for seismic uplift. Please confirm the existing framing is adequate to support the 
required load and seismic requirements and confirm that no additional support system is 
required that meet the ASTM / IBC / ASCE7 requirements. 

 

Response: See RFI 109 
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QUESTION #133: Boardroom 119 shows a “Creston AVSW8x8x Switcher, however this 
product has been discontinued. Please provide a replacement product including appropriate 
part numbers. 

 

Response: See updated TA701, TA702, and 274116. 
 
 

QUESTION #134: Where existing non-functioning under slab utilities associated with the 
original ice rink are uncovered, can they be abandoned in place without capping? 

Response: Unforeseen conditions will be addressed per the contract requirements. 
 
 

QUESTION #135: Is an arborist required for the tree removal and/or pruning? And if yes, 
will this service be provided by the owner? 

 

Response: No 
 

 

QUESTION #136: Are fire alarm pull stations required at exit route designated exterior 
doors? 

 

Response: Provide Fire Alarm pull stations at locations required by code. The contractor 
shall submit shop drawings, product cut sheets, and OSFM listing sheets for review and 
approval to the Fire Marshal's office prior to construction. 
 
 

QUESTION #137: There’re still couple missing spec. sections such as structural steel, 
landscape irrigation/ planting, site furnishings, ceramic tiles if these  
can be provided in the next addendum. 

 

Response: Structural Steel Specification has been added. 
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Specification of AC Overlay from City 
Drawing A-103 
Drawing A-201 
Drawing A-701 
Drawing A-702 
Drawing AD103 
Drawing AD201 
Drawing G-001 
Drawing L3.1 
Drawing L4.0 
Drawing P0.3 
Drawing P2.1 
Drawing S-103 
Drawing S-521 
Drawing TA002 
Drawing TA201 
Drawing TA701 
Drawing TA702 
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